
SPECIFICATIONS 

Model Numbers 40602 - standard length (15" transom) 
40603 - 5" 10nger (20" transom) 
40652 - standard length (15" transom) 
40653 - 5" 10nger (20" transom) 

О NOTE: The recommended fuH power operating 
range for уоиг outboard motor is from 4000 - 5000 
R.P.M. In order to get the best performance from 
уоиг outboard the иррег end of this range, from 
4500 - 5000 R.P.M., is the engine speed to use in 
selecting the ргорег ргореllег. The R.P.M. should 
Ье measured with уоиг expected average 10ad in the 
boat. 
Horsepowel' (Б.I.А. certified) 40 hp at 4500 грт 
Full throttle operating range 4000 to 5000 грт 
Tank test with test wheel 4500 грт Part 

Number 378566 
Engine type 2 суl., 2 cycle, alternate fil'ing 
Боге and stroke 3-3/ 16" Ьоге х 2-3/ 4" stroke 
Piston displacement 43.9 сиЫс inches 

Piston гiп g sets (2 рег set) 
stапdагd Part Numbeг 384699 
.030" oversize Part Number 384718 

Diameter of ring 

Width of гiпg 

Lbs. сотргеssiоп 
l'есошшепdеd 

when сошргеssеd 

Рistоп less гiпgs 
standard 
.030" oversize 

Сгапkshаft size 
Тор jouгnal 

Centeг journal 
Боttош j оиГl1аl 

Connecting rod 
сгапk pin 

СагЬuгеtiоп 

Нi g h speed огШсе 
plug 

3.1875 in. (stапdаl'd) 

Upp eг - .0900 - .0895 il1. 
Lower - .0615 - .0625 in. 

Uppeг - 1.0 to 3.0 lbs. 
Lower - 4 to 8 lbs. 

Pal't Numbeг 384692 
Рагt NuшЬег 384 715 

1.4979 - 1.4974 
1.3752 - 1.3748 
1.1815 - 1.1810 

1.1828 - 1.1823 iп. 

Single baгrel, float feed , fixed 
I1igh speed adjustable 10w-
speed, mапuаl 01' electric choke 

Part Number 319534 
Id е пtifiсаtiоп NuшЬег 67D 
CI1eck witl1 # 51 drill 

Float level setting Flush with rim of саstiпg 

Inlet пееdlе seat 

Сооliп g sуstеш 

Р горе llег geal' 
гаtiо 

Ргореllег dгivе 

pin 

.065 - .062 
Use #52 dгШ as gage 

Сепtгi-шаtiс ( сошЫ п аtiоп 

positive disрlасешепt а пd 

сепt l ' ifu gа l рuшр) 

12:21 

Part NuшЬег 304757, 1/ 4" х 
1-15/ 32" stаiпlеss steel 

Ргореllег supplied 3 blade, 10-1/ 2" dia. х 13" pitcl1 
wi th шоtог 

Ргореllег 

орtiопs 

Speed control 

Gear shift сопtго l 

Weigl1t (witlюut 
fuel tank) 

Fuel сарасНу 

Electrical sуstеш 
(Elесtгiс stагt 

models оп lу) 

Stагtег 

3 blade, 10-3/ 4" dia. х 11" pitcl1 
3 blade, 10-3/ 8" dia. х 11-1/ 2" 

pitcl1 
3 blade, 10-1/ 2" dia. х 12" pitch 

Оп stеer'iпg 11andle - Мапuаl Stагt. 

КпоЬ оп stеегiпg Ьгасkеt 01' 
геmоtе сопtгоl - Electric Stагt. 
Sупсhгопizеd throttle апd spark 

FогwаГd, пеutгаl, а пd reverse 

Model 40602 - 128 lbs. 
Model 40603 - 131 lbs. 
Model 40652 - 137 lbs. 
Model 40653 - 140 lbs. 

(Fuel tапk weight 11 роuпds l1et) 

6 gallol1s 

5 атр flywheel аltегпаtог 

Маl1иаl - Sе1f-wiпdiпg 

Electric - 12 volt, Кеу stагt апd 

еl11егgепсу горе 

Stагtег ашрега g е dгаw 

wl1ile cl'ankil1g 120 AMPS Мах. 

Igп iti 011 

Spark plug 

Low tепsiОI1 m аgпеtо 

СI1aI11рiоп L4J, 14111111 

.030 iпсh 

17-1/ 2 - 20-1/ 2 fооt-роuпсls 

Gap .020 iп с l1 

Sрагk plug gap 

Sрагk plug tогquе 

Бгеаkег роiпt 

Dгivег coil Rope ......... 1.45 ± .4 ОНМ 
Elec ......... 2.70 .70НМ 

Сопdеl1sег 

Capacity 

I g пitiОI1 coil 

Part NшnЬ е г 581419 
.25 - 29 Mfd. 

Part No . 581370 

IGNITION COIL TEST 
SPECIFICATIONS 

Stеvепs Model ST-75 

Reverse Polarity (Switcl1 Sеttiпg Standard) I 1.3 

Stеvепs Testeг Model М.А.-75 ог М.А.-8О witl1 
М.А.-14 Adaptel' iп Sel'ies with Нigh Тепsiоп Lead 

Switch Iпdех Adjust111ent 

Б 25 

МеГС-О-Тl'опiс with 55-980 CDA Adapter 

Operating Ргiтal'У Resistance Secondal'Y Сопtiпuitу 
А111регagе Мiп. Мах. Min. Мах. 

1.7 0.8 - 1.2 60 - 70 

Gгаl1аш Testel' Model 

Махiшuт MaximU111 СоН Mini111um Gap 
Sесопdагу Ргi111агу Iпd ех СоН Test Iпd ех 

20,000 Oh111S 14.0011lns 50 24 45 

COIL ОНММЕТЕН TEST 

Pri111al'y (Low 011111S) Sесопdагу (Нigh Oh111S) 

1. 35 ± .3 13,5000 ± 1500 

* Horsepoweг established at sea level. Allow 2% l' е du с tiоп рег 1000' above sea level. 

2-2 4Й / (> . 
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