
SPECIFICATIONS 
Models 

POWERHEAD 
*Horsepower 

(B.I.A. - certified) 

Full throttl е 

operoting ronge 

т est tonk грт 

with test wheel 

Idle грт 

Engine type 

Воге ond stroke 

J4WCS Weedl ess georcose , 

stondord I e ngth 

J4RLCS stondord georcose , 

long shoft 

4 hp (2.8 kW) о! 4500 грт 

4000 to 5000 грт 

3800 грт 

Рог! No. 316021 for Weedl ess 

4550 грт 

Рог! No. 317738 for Stondord 

600 грт 

2-cylinde r, 2 stroke cycle 

01 ternote firing 

1-9/16" (39.69 тт) Ьоге х 

1-3/8" (34.93 тт) stroke 

Piston displocement 5.28 сиЫс inches (87 ст 3 ) 

Piston ring sets (2 рег set) 

stondord Рог! Number 383920 

0.030" Рог! Number 384З 12 

oversize 

Width of ring 

Piston ossembIy 

stondord 

0.030" oversize 

Cronkshoft si ze 

top journol 

ce nter journol 

bottom journol 

Cronk pin size 

FUEL SYSTEM 

Corburetion 

Floot level setting 

Inlet needl е seot 

Fuel tonk copocity 

LOWER UNIT 
Сооl ing system 

Propeller geor 

гоНо 

Prope ller drive 

pin 

Prope ller 

Propeller 

0.0625-0.0615 in. 

(1.588 - 1.562 тт) 

Рог! Number 388726 

Рог! Number 388728 

0.751 - 0 . 7505 in. 

(19.075 - 19.063 тт) 

0.6690 - 0.6685 in. 

(16.993 - 16.980 тт) 

0.7502 - 0.7498 in. 

(19.055 - 19.Р45 тт) 

0.6700 - 0.6695 

(17.018 - 17 .005 тт) 

Single Ьоггеl floot feed, with 

fixed high ond odjustobIe 

low-speed jet, топиоl choke 

Between steps оп goge 324891 

0.063 - 0.060 (1.60 - 1.52 тт) 

Use о 1/ 16 drill os goge . 

1.35 quorts (1,28 litres) 

Combinotion positive disploce-

теп! ond centrifugol ритр. 

17:28 Weedless 

12 :25 Stondord 

Рог! Number 316558 

Stondord - 7-1 / 2 " dio х 7" 

pitch, 3 bIode plostic 

Weedless - 6-1/ 4" dio х 6" 

pitch, 2 bIodes plostic 

2-2 

MISCELLANEOUS 

Speed control Single lever, synchronized 

throttl е ond spork 

Weight Weedless - 38.0 Ibs. 

(17.2 kg) 

Stondord - 39. О I bs. 

(18.3 kg) 

Storter Automotic rewind - nylon горе 

IGNITION SYSTEM 

Ignition 

Spork plug 

Spork plug gop 

Spork pl ug torque 

Ignition Coil 

Flywheel mogneto, breoker

less С. О. 

AC-M40FFX Chompion 

L77 J4, - 14 тт 

.040 inch (1.0 тт) 

17-1/2 - 20-1/2 foot-pounds 

(24 - 27 N.m) 

Port No. 581998 

IGNI TION COIL TEST SPECIFICATIONS 

Stevens Model ST -75 

Reverse Polority (Switch Setting СО) 1.2 

Stevens Tester Мodel М.А.-75 ог М.А.-80 

Switch 

* *А 

Index Adjustment 

20 

Мегс-О- Т ronic with Copocitor Dischorge Adopter 

Model 55-980 

Operoting Primory **Secondory 
Amperoge Resistonce Continuity 

1. 4 
O.IOhm 

275 ± 10 
OR LESS 

**Use Мodel СО-I Adopter Red test clip to огопgе!ы�сkk 

Block test clip to oronge 

Grohom Tester Model 51 

Moximum Secondory 

Moximum Primory •••• 

Coil Index ••••••• 

.I,OOOohms 

0.50hm 

• ••.•• 50 

Coil Test Minimum AMPLIFIED • . • 17 (vVith 

secondory circuit "ореп. ") 

Hi tension leod disconnected 

Gop Index • • • • •• 50 (Coil must fire spork gop оп 

tester ot th is sett i ng. ) 

IGNI TION COIL OHMMETER ТEST 

Primory (Low Ohms) Secondory (High Ohms) 

0.1 ± 0.05 275 ± 50 

Download this Manual
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