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Two pulse hoses connecl Ihe pump 10 pulse lil
lings оп Ihe lгonl 01 Ihe cylinder/crankcase. 

• V4 Models - cylinders 1 and 3 

• V6 Models - cylinders 1 and 4 

tor-Manifold 
lor-manilold dislribules Ihe oil sup

oil lift pump. А pressure-sensing 
swilch monilors oil injeclion pressure. 

Oi I I n jector-Ma nifold С:рпl.D.CU1QlD.I5 "-----, 
Cross references 

• 40 V oil injeclor direcl readers 10 
• Oil dislribulion manilold 

relaled lopics 
• Oil pressure swilch 
• Pressure regulalor (oil relurn hose) 

• Oil dislribulion hoses 
• Oil 10 luel check valve 
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TYPICAL 
1. Oil injec/or 
2. Oil dis /ribLl/ion manifold 
З. Oil dis /ribulion hoses 
4. Oil /o { и е / clJeck valve 
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OILING SYSTEM 

COMPONENTS 

Oil Pressure Switch 
The oil pressure swilCh is localed in Ihe оН injec
lor-manilold and reacls 10 changes in oil manilold 
pressure. The ЕММ supplies and monilors eleclri
са' currenl 10 Ihe swilch. 

componenls 

numbered 10 

The swilch opens ог correspond 10 

oil manilold pressures: image 

53 psi (365 kPa) (nominal) 10 close 

43 psi (296 kPa) (nominal) 10 reopen 

Refer 10 011 Pressure Switch 1est оп р. 224. 

Service Code З8 

А faully eleclrical circuil ог an inoperalive pres
sure swilch aclivales service code 38 (по oil sen-
sor feedback ог lack of oil pressure) and Ihe ЕММ: 

Aclivales Ihe System Check "NO OIL" lighl l 

I 
1 

Slores а service code Seclion labs allow for 

Iniliales S.L.O.W. quicker reference 

when Ihumbing 

Service Code 39 
Ihrough manual 

If по oil pressure is delecled during slartup, Ihe 
ЕММ iniliales an oil injeclor "recovery mode" 10 

pressurize Ihe syslem. 1I inadequale oil pressure 

is still delecled after Ihe recovery mode is сот
pleled, Ihe ЕММ: 

Aclivales Ihe System Check "NO OIL" lighl 

Slores а service code 

Iniliales S.L.O. W. 
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